STEEL OR WOOD POST

(NCTCOG ITEM 201.5) | WIDTH 4’ T0 4.5°
e e e o RN
FILTER FABRIC - ]
MIN. HEIGHT 24 MIN. 12" BELOW GROUND LEVEL (NCTEOS TEM 201.%) HOG WIRE' (NCTCOG [TEM 201.5) TP O | 3R AT SIDEWALK CROSSING FLUME —~—MIN. SLOPE 1/4%/FT.
GROUND LEVEL oLIOCER AT Ch HOG WIRE — ) oy /
RSSO oy o i S
COMPACTED EARTH QL e AND 6 WDE b PROP. 6 REINF. N
OR ROCK BACKFILL . - : §
COMPACTED EARTH 12" MIN. BELOW GRADE NO. 3 BARS CONC. _
OR ROCK BACKFILL 0 12" 0CEW.  NO. 3 BARS i Ca
EXTENSION OF FABRIC 0 18" O.CEW.
FABRIC TOE—IN INTO TRENCH SECTION A—A SECTION B-—B
N 3 8RS
18" O.CEW.
ISOMETRIC VIEW SECTION VIEW )B
SILT FENCE DETAIL NO. 3 BARS STEEL HIATE FLUME COVER
T T @ 12° 0CEMW. PLATE THICKNESS SHALL BE 5/8 INCHES
BASE ON 100 P.S./. LIVE LOAD AND MAX
6 MIN. 0 , & »B DEAD & LVE LOAD DEFLECTION OF L/240.
EACH SIDE , OTES: % S ouwonp cro canzep 20T Ll OORY T e cresip o
oo g u : B ‘ o SIELL PLATE WSTALL A7 FLUSH WITH TOP OF PLATE AND SPACED
el 1) THE CONTRACTOR SHALL INSPECT SILT FENGE WEEKLY = & SIDEWALK CROSSING FLUME ¥ AU oD,
IRt SILT FENCE AND AFTER MAJOR RAIN EVENTS TO ENSURE THAT THE S T N wrr soewax A MAXIMUM OF 12" ON CENTERS. 1/
12 H :;;;:;g:;:;g;;;;: X DEVICE IS FUNCTIONING PROPERLY AND MAINTAIN IN A 'Y A %Eo S%Dsglfcwzg }‘}/Nf/gﬁ- SH;% ngf
R e e ACCORDANCE WITH NCTEOG ITEM 201, A / 1 | ] & OF PLATE SHALL BE A NON—SKID MATERAL.
., RN S . 2) THE CONTRACTOR SHALL REMOVE SEDIMENT FROM . -
\ Y S 2 6 MIN. TOP OF BEHIND FENCE WHEN THE DEPTH OF SEDIMENT HAS BUILT © }( . R ](
) ROOE T STONE. EACH SIDE UP TO ONE-THIRD THE HEIGHT OF THE FENCE ABOVE N
. SR 4 s = OF SILT FENCE CRADE. FACE OF CURB~’ gy ok —OUT LIMIT- PAVEMENT REINFORCEMENT
WG o | i F NOT MONOLITHIC LAPPED 30 DIA. OR NO. 3
Y Al 3) THE CONTRACTOR SHALL INSPECT THE BASE OF THE WITH STREET PMT. BAR DOWEL 2°-0" LONG
gy e FENCE TO ENSURE THAT NO GAPS HAVE DEVELOPED AND (PAY UNE)  ___romer
1] RE~TRENCH AS NECESSARY.
4) THE CONTRACTOR SHALL INSPECT FENCE POSTS TO PLAN
ENSURE THAT THEY ARE PROPERLY SUPPORTING THE —
FENCE. IF NECESSARY, THE CONTRACTOR SHALL RESET
STONEVERELOW SR [URE 0 4oo ST REINFORCED CONCRETE FLUME WITH CURBS
5) IF FILTER FABRIC IS RIPPED, DAMAGED OR
DEERIORATED, THE CONTRACTOR SHALL REPLACE IT IN
ACCORDANCE WITH THE ORIGINAL SPECIFICATIONS AND
DETAILS. (MANTENANCE OF THE SILT FENCE SHALL BE AT
THE CONTRACTORS OWN EXPENSE)
EROSION CONTROL”
EXIST. 6" MONO.
3"-5" COARSE AGGREGATE CONC. CURB
2.00% oR N.C.T.C.O.G. [TEM 803.2.2.2 (WHERE APPLICABLE)
6" MIN. THICK) 3-0"
LIl trer oy or ottt SIS SIS TIPS S —_— . m . m
//\//\/\\’/\\”\\’/’Q\;g\\’//\\’/\\’/\\//\\/’\\// SRR —j | A T L |
NOTE: LTER FABRIC J o
DVERSION RIDGE REQUIRED  (NCT.CO. G ITEM 201 EXIST. PA
WHERE GRADE EXCEEDS 2.00% (NCT.COG. TTEM 201)  kouoway A CONSTRUCTION NOTES: g
1) THE ENTRANCE SHALL BE MAINTAINED TO PREVENT .«
SECTION A—A TRACKING OF SEDIMENT ONTO PUBLIC RIGHT-OT—WAY. THIS ~ NOTES:
MAY REQUIRE DRESSING WITH ADDITIONAL STONE AND i — —— 1. ALL VISIBLE SURFACES SHALL BE A TROWEL FINISH.
FLOW REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO N AN\ § 2. 3/4" CHAMFER REQUIRED ON ALL CORNERS.
TRAP SEDIMENT. N \
h T / SEDIMENT BARRIER| 2) WHEN NECESSARY, WHEELS SHALL BE CLEANED TO kss %° 2o, 3060 P.S1)
NOTE: — T SILT FENCE) REMOVE SEDIMENT PRIOR TO ENTRANCE INTO PUBLIC NO. 3 BARS @ 12° O.C.EMW. ’
USE SunsACS. DIERSONS s T SULY WATER 10 MASH STABLIZED W CRUSHED: STONE WHICH DRANS INTO AN No. 3 BARS © 167 O.GEN
OR OTHER APPRO g | CONTRO TRUC
O v 2 $ APPROVED SEDMENT CONTROLLING STRUCTURE. USE SUD. REINFORCED CONCRETE FLUME WITHOUT CURBS
RUNOFF TO SEDIMENT ) t € | | PREVENT SEDIMENT FROM ENTERING ANY STORM DRAIN,
BARRIER AS REQUIRED. « o | | DITCH OR WATER COURSE.
Yool
——— . . 1
| N 3) AL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED
A ol ol % | h/: s A ONTO PUBLIC RIGHT-OF-WAY MUST BE REWOVED
P ¥ i 3 § P ¥ IMMEDATELY.
S 3"-5" COARSE AGGREGATE 5 3
: (N.C.T.C.O.G. ITEM 201.10, 6° MIN. THICK) 1 8 g
2 ( | & X
I ﬁ; |
)i %
-/ \ -/ : m 1 ADD ENTRANCE CONSTRUCTION NOTES JCH 06,/07 /06
- l_\ ~ ' NO. REVISION BY DATE
= 1
S
L T CITY OF WYLIE, TEXAS
; £ * .
) F8/ kX,
50’ ok SO W'.”}iéfﬁé'ﬁ'ﬁf;'éﬁm’
N\-puce oF cums o STANDARD CONSTRUCTION DETAILS
M "‘ﬁlﬁf{?/snﬁ&" :
f(aﬁ“”’
CONSTRUCTION ENTRANCE ROAD Qw& PAVING / DETAILS / EROSION
FOR_EROSION CONTROL oV
NO SCALE DATE: APRIL, 2005 STD—-07_R




